
Product information

Paraffin wax for drawing

Paraffin waxes for drawn candles, such as those listed below, are waxes that remain 

flexible when heated. Our unique de-oiling process means that we are able to offer you 

these special paraffin wax products that have been optimized for drawing machines.

Sasolwax paraffin waxes have, for decades, been successfully used in the production of drawn 

candles. These waxes are always the first choice whether for Christmas, household or Church 

candles with differing diameters and lengths. They are reliable and easy to use in all proces-

sing steps.

Our fully hydrogenated paraffin waxes for drawing provide you with the basis for producing 

high purity, high quality candles that burn safely and cleanly. We focus on giving good burning 

properties when developing waxes for these applications.

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 5405 53 – 55 0 – 0.5 20 – 25 29 – 30 compliant

Sasolwax 5605 54 – 56 0 – 0.5 20 – 24 29 – 30 compliant

Sasolwax 5706 56 – 58 0 – 0.5 12 – 16 29 – 30 compliant with FT wax

Sasolwax 5905 57 – 59 0 – 0.5 16 – 20 29 – 30 compliant

Available forms of supply
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Sasolwax 5405 • • •

Sasolwax 5605 • • •

Sasolwax 5706 • •

Sasolwax 5905 • • •

Shipment 
options



Product information

Paraffin wax for drawing

Sasol Wax GmbH

Business Unit Candle

Worthdamm 13-27

20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

Sasolwax paraffin waxes for drawing are compatible with all of the conventional colours, 

lacquers and fragrances used in the candle industry.

Sasolwax paraffin waxes for drawing significantly exceed the requirements for paraffin waxes 

demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier of the European 

Quality Association for candles.

Under normal conditions our paraffin waxes for drawing and the candles produced from 

them have an outstanding shelf life. The appearance, the lack of odour and of course the 

good burning properties as well are permanently retained. The advantage is that they bolster 

your good reputation as a manufacturer of quality candles.

This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Paraffin wax for tealights (for pressing and moulding)

Paraffin waxes with a low congealing point are particularly suitable for the production 

of tealights and maxi-lights. Sasolwax paraffin waxes for tealights guarantee good burn 

properties while complying with the prescribed burning time.

Sasolwax paraffin waxes for tealights have been used successfully for many years in the 

production of tealights, devotion candles, votive lights and now maxi-lights as well. Our 

products not only allow you to produce snow-white and odourless candles at all times but 

they can also be combined with all common candle colours and fragrances. Whatever you 

may need: Sasolwax paraffin waxes for tealights achieve the reliable, consistent results that 

are indispensable for good quality.

The very fine wick in the tealight places especially high demands on the fuel content. The 

low viscosity and high purity of Sasolwax paraffin waxes offers the optimum solution for 

such high demands of tealights.

When developing our products, our focus is always on fast and uninterrupted processing on 

state-of-the-art tealight presses and filling equipment. For pressing we recommend Sasolwax 

paraffin waxes with a maximum oil content of 2.5 %. This ensures you have a powder with 

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 0951 48 – 52 0 – 4 30 – 50 28 – 30 compliant

Sasolwax 0985 51 – 54 0 – 1.3 24 – 28 28 – 30 compliant

Sasolwax 0986 50 – 53 0 – 1.5 22 – 26 28 – 30 compliant

Sasolwax 0990 51 – 54 0 – 1.3 26 – 32 28 – 30 compliant

Sasolwax 2936 48 – 52 1.5 – 4 40 – 70 28 – 30 compliant

Sasolwax 5203 52 – 54 0 – 0.5 16 – 20 28 – 30 compliant

Sasolwax 5325 52 – 54 1 – 4 40 – 60 25 – 30 compliant

Sasolwax 5334 52 – 54 0 – 2.5 32 – 40 28 – 30 compliant

Sasolwax 5338 52 – 54 0 – 4 40 – 50 28 – 30 compliant

Sasolwax 8900 52 – 54 0 – 0.5 15 – 19 28 – 30 compliant
optimized 
for scented 

candles

Available forms of supply
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Sasolwax 0951 •

Sasolwax 0985 •

Sasolwax 0986 •

Sasolwax 0990 •

Sasolwax 2936 • • •

Sasolwax 5203 • • •

Sasolwax 5325 • •

Sasolwax 5334 • •

Sasolwax 5338 •

Sasolwax 8900 • •

Shipment 
options



Product information

Paraffin wax for tealights (for pressing and moulding)

optimum free-flowing characteristics that can be conveyed without blockage. The surface of 

filled tealights made of Sasolwax products is smooth and optically appealing.

Did you know that the energy content of paraffin wax is far greater than all other candle 

fuel substances? It is 19 % higher per gram than the energy content of fat and stearin. This 

is very important for the heat retention capacity of tealights. In addition to this, paraffin wax 

also produces the most light per gram from the candle flame.

With the high degree of purity in our fully hydrogenated paraffin waxes for tealights, we  

provide you with the basis for producing high-quality candles that burn safely and cleanly. 

We focus on good burning properties for our paraffin waxes for candles right from the pro-

duct development stage.

Sasolwax paraffin waxes for tealights significantly exceed the requirements for paraffin waxes 

demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier of the European 

Quality Association for candles.

Under normal conditions our paraffin waxes and the tealights produced from them have 

an outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties are permanently retained. The advantage is that they bolster your good reputation 

as a manufacturer of quality candles.

Sasol Wax GmbH

Business Unit Candle

Worthdamm 13-27

20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Paraffin waxes for powder pressing

Paraffin wax for pressed candles should be relatively hard to prevent any premature 

blocking of the powder. Nevertheless, a certain degree of “tackiness” is necessary so 

that a mechanically stable base for the candle can be pressed swiftly. 

Our many years of experience show that our products are well suited to all types of powder 

presses. Sasolwax paraffin waxes for powder pressing with a maximum oil content of 0.5 % 

(FRP – Fully Refined Paraffin) have excellent properties for spraying and intermediate storage. 

The powder remains free-flowing and can be conveyed cleanly by pneumatic equipment, this 

allows the candle to be removed from the powder press without leaving any residue in the 

mould. This enables you to achieve a high processing speed and high machine capacities.

Our sprayed paraffin waxes for pressing are suitable for all candle diameters and lengths, 

which enables fast product changes. Due to the high mechanical stability, you will also be 

able to produce semi finished candles with a longer shelf life for subsequent processing.

All candles made from the paraffin waxes listed below are ideally suited to overdipping with 

all colours (using e. g. Sasolwax KTM 23). The pressed candles do not float to the surface in 

the dipping bath.

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 5403 54 – 56 0 – 0.5 16 – 20 29 – 30 compliant

Sasolwax 5603 56 – 58 0 – 0.5 15 – 19 29 – 30 compliant

Sasolwax 5635 57 – 60 0 – 0.5 16 – 20 28 – 30 compliant

Sasolwax 5803 58 – 60 0 – 0.5 15 – 19 29 – 30 compliant

Sasolwax 6243 55 – 57 - 14 – 19 27 – 30 compliant

also suitable 
for moulding  

(contains 
stearin)

Sasolwax 6280 49 – 51 - 16 – 20 27 – 30 compliant

also suitable 
for moulding  

(contains 
stearin)

Available forms of supply
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Sasolwax 5403 • • • •

Sasolwax 5603 • • • •

Sasolwax 5635 • •

Sasolwax 5803 • • • •

Sasolwax 6243 • • •

Sasolwax 6280 • •

Shipment 
options



Product information

Paraffin waxes for powder pressing

With the high degree of purity in our fully hydrogenated paraffin waxes for spraying, we  

provide you with the basis for producing high-quality candles that burn safely and cleanly. 

We focus on good burning properties for our paraffin waxes for candles right from the pro-

duct development stage.

Sasolwax paraffin waxes for powder pressing are compatible with all of the conventional 

colours, lacquers and fragrances used in the candle industry.

Sasolwax paraffin waxes for spraying significantly exceed the requirements for paraffin waxes 

demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier of the European 

Quality Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties as well are permanently retained. The advantage is that they bolster your good 

reputation as a manufacturer of quality candles.

Sasol Wax GmbH

Business Unit Candle

Worthdamm 13-27

20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Paraffin wax for extrusion

We recommend tough paraffin waxes with a good degree of plastic ductility that yield 

a homogeneous candle strand for piston extruders. The tailor-made composition of 

our paraffin waxes for extrusion is equally well suited to candles of small and large 

diameters.

Paraffin waxes used on extruders should be thermally stable and must not splinter, tear or 

deform during the milling process. A high level of plasticity for the paraffin waxes is essen-

tial to achieve this required property. For years, Sasolwax paraffin waxes for extrusion have 

proven their effectiveness on all common extruders.

Sasolwax paraffin waxes for extrusion are excellent for spraying and intermediate storage, if 

necessary. They remain free-flowing and can be conveyed efficiently by pneumatic systems. 

Our paraffin waxes for extrusion can not only be processed with ease as powders but also as 

pastilles or slabs to produce candle strands for all diameters. Thanks to the excellent product 

characteristics adapted to the special requirements of extruders, you will be able to achieve 

rapid processing results and high machine capacities.

All the paraffin waxes for extrusion listed below are ideally suited to overdipping with all 

colours using our established paraffin waxes for overdipping (e. g. Sasolwax KTM 23). 

 

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 0216 57 – 59 0 – 0.5 15 – 18 29 – 30 not 
compliant

with 
beeswax 

Sasolwax 0716 56 – 58 0 – 0.8 14 – 18 29 – 30 compliant

Sasolwax 1795 57 – 59 0 – 0.5 14 – 17 29 – 30 compliant

Sasolwax 4115 59 – 62 0 – 0.5 15 – 18 28 – 30 compliant

Sasolwax 4126 58 – 61 0 – 0.5 16 – 19 27 – 30 compliant

Sasolwax 5803 58 – 60 0 – 0.5 15 – 19 29 – 30 compliant

Available forms of supply

Li
q

u
id

Sl
ab

s

D
ru

m
s

Pa
st

il
le

s

Po
w

de
r

Sasolwax 0216 • • •

Sasolwax 0716 • • • •

Sasolwax 1795 • • • •

Sasolwax 4115 • • • •

Sasolwax 4126 • • •

Sasolwax 5803 • • • •

Shipment 
options



Product information

Paraffin wax for extrusion

With the high degree of purity in our fully hydrogenated paraffin waxes for extrusion, we  

provide you with the basis for producing high-quality candles that burn safely and cleanly. 

We focus on good burning properties for our paraffin waxes for candles right from the pro-

duct development stage.

Sasolwax paraffin waxes for extrusion are compatible with all of the conventional colours, 

lacquers and fragrances used in the candle industry.

Sasolwax paraffin waxes for extrusion significantly exceed the requirements for paraffin 

waxes demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier of the 

European Quality Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties as well are permanently retained. The advantage is that they bolster your good 

reputation as a manufacturer of quality candles.

Sasol Wax GmbH

Business Unit Candle

Worthdamm 13-27

20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Paraffin wax for moulding

Moulded candles demand hard paraffin waxes with good shrinking properties. Our  

paraffin waxes for moulding have been specially developed with a view to the require-

ments of moulding machines and are characterized by their residue-free mould removal. 

This enables a high surface quality to be achieved for the candles, a fast change of colour 

and a high level of plant availability.

Sasolwax paraffin waxes for moulding are suitable for all common candle diameters and have 

displayed their merits on both air-cooled and water-cooled moulding machines.

Through colouring presents no problems with our Sasolwax paraffin waxes. Unlike completely 

opaque candles containing stearin or fat, the semi-transparency of the wax in paraffin based 

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 0716 56 – 58 0 – 0.8 14 – 18 29 – 30 compliant high-gloss 
candles

Sasolwax 4110 60 – 62 0 – 0.5 13 – 16 29 – 30 compliant particularly 
transparent

Sasolwax 5243 52 – 54 0 – 0.5 16 – 20 28 – 30 compliant mottling 
effect

Sasolwax 5403 54 – 56 0 – 0.5 16 – 20 29 – 30 compliant

Sasolwax 5417 54 – 56 0 – 1.5 20 – 25 28 – 30 compliant

base material 
for rotary 
moulding 
machines

Sasolwax 5543 57 – 63 0 – 0.8 12 – 20 26 – 30 compliant mottling 
effect

Sasolwax 5544 57 – 63 0 – 3.0 15  – 22 26 – 30 compliant mottling 
effect

Sasolwax 5603 56 – 58 0 – 0.5 15 – 19 29 – 30 compliant universal

Sasolwax 5803 58 – 60 0 – 0.5 15 – 19 29 – 30 compliant particularly 
transparent

Sasolwax 6243 55 – 57 - 14 – 19 27 – 30 compliant

also suitable 
for moulding  

(contains 
stearin)

Sasolwax 6280 49 – 51 - 16 – 20 27 – 30 compliant

also suitable 
for moulding  

(contains 
stearin)

Available forms of supply
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Sasolwax 0716 • • •

Sasolwax 4110 • • •

Sasolwax 5243 •

Sasolwax 5403 • • • •

Sasolwax 5417 •

Sasolwax 5543 •

Sasolwax 5544 • •

Sasolwax 5603 • • • •

Sasolwax 5803 • • • •

Sasolwax 6243 • • •

Sasolwax 6280 • •

Shipment 
options



Product information

Paraffin wax for moulding

candles means that significantly less quantities of dye is required to achieve the same colour 

shade. This not only benefits the burning properties of the candle but also saves money. Only 

with paraffin wax is it possible to produce candles that are effectively and fully illuminated 

by the warm light of the flame. If required, it is also possible to produce opaque paraffin waxes.

Candles with interesting surfaces or intriguing structures are extremely fashionable. To  

manufacture candles of this type, we have developed products that can be used to achieve 

special optical effects. In addition to visible crystals in the surface (mottling effect), this  

also encompasses high-gloss and rustic candles.

With the high degree of purity in our fully hydrogenated paraffin waxes for moulding, we 

provide you with the basis for producing high-quality candles that burn safely and cleanly. 

We focus on good burning properties for our paraffin waxes for candles right from the pro-

duct development stage.

Sasolwax paraffin waxes for moulding are compatible with all of the conventional colours, 

lacquers and fragrances used in the candle industry.

Sasolwax paraffin waxes for moulding significantly exceed the requirements for paraffin 

waxes demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier of the 

European Quality Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties as well are permanently retained. The advantage is that they bolster your good 

reputation as a manufacturer of quality candles.

Sasol Wax GmbH

Business Unit Candle

Worthdamm 13-27

20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Special applications

We also supply specially developed paraffin waxes for different applications, such as 

those which are required for e. g. wax carving and sculpting. Even in these very traditio-

nal and essentially craft oriented applications, you can depend on our many years of 

experience.

Paraffin wax for dipping
Dipping waxes need to have even flow properties resulting in a uniform layer build-up. We 

recommend Sasolwax 8461 and Sasolwax 0716 for this application. These paraffin waxes 

are characterized by consistent formation of layers with good adhesion properties, as well 

as outstanding thermal stability. They are therefore particularly suitable for the dipping of 

candles. These products have been developed for both manual (e. g. for candle pairs) and 

automatic dipping and can be used on air-cooled and water-cooled dipping carousels alike.

Paraffin wax for kneading
Our wax for kneading contains particularly soft paraffin waxes. This feature makes it ideally 

suited to the production of candles with complicated shapes (e. g. in the form of flowers or  

wax fruits). The absence of any bubbles in Sasolwax 5205 is especially important in this process. 

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 8461 57 – 60 0 – 0.75 13 – 17 29 – 30 compliant paraffin wax 
for dipping

Sasolwax 0716 56 – 58 0 – 0.8 14 – 18 29 – 30 compliant paraffin wax 
for dipping

Sasolwax 5205 52 – 54 0 – 0.5 21 – 25 29 – 30 compliant paraffin wax 
for kneading

Sasolwax 6285 62 – 66 4 – 8 50 – 60 0 – 1.5
ASTM colour

not
 compliant

adhesive 
paraffin wax

Sasolwax 6660 67 – 70 0.75 – 1.5 15 – 18 2 – 30 compliant

paraffin wax 
for ornamen-

tal candles 
and relief 

work

Sasolwax 8532 60 – 64 0 – 2.0 22 – 30 18 – 30 compliant

paraffin wax 
for ornamen-

tal candles 
and relief 

work

Available forms of supply
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Sasolwax 8461 • • •

Sasolwax 0716 • • •

Sasolwax 5205 • • •

Sasolwax 6285 • •

Sasolwax 6660 • • •

Sasolwax 8532 • •

Shipment 
options



Product information

Special applications

Very thin layers can be rolled out and the shaping properties and every batch is individually 

checked. Wax sculptors therefore particularly appreciate our quality. Furthermore, Sasolwax 

5205 has “food quality” approval, i. e. there are no harmful effects from kneading the product.

Adhesive paraffin wax
Wax appliqués for decorating candle surfaces can be applied very easily and with a good 

level of adhesion using Sasolwax 6285.

Paraffin wax for ornamental candles and relief work
Paraffin wax for relief work needs to be soft and flexible, whereas the finished artistic object 

has to remain stable without softening significantly at temperatures up to 40 °C. For the 

production of reliefs, ornaments, and coating of candles, we have therefore developed special 

paraffin waxes that meet these particular requirements. They enable even fine, intricate 

structures to be modelled perfectly.

With the high degree of purity in our fully hydrogenated special paraffin waxes, we provide 

you with the basis or components for producing high quality candles that burn safely and 

cleanly. We focus on good burning characteristics for our paraffin waxes for candles right 

from the product development stage.

Sasolwax special paraffin waxes are compatible with all of the colours and fragrances used in 

the candle industry.

Sasolwax special paraffin waxes comply with the requirements for paraffin waxes demanded 

by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier of the European Quality 

Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties are permanently retained. The advantage is that they bolster your good reputation 

as a manufacturer of quality candles.

Sasol Wax GmbH

Business Unit Candle

Worthdamm 13-27

20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

This publication and the information contained 
within have been compiled and examined with the 
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the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
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those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.
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Product information

Paraffin wax for wicks

Sasol Wax has developed various paraffin waxes for wicks to give the wick the desired 

properties according to the climatic conditions and the requirements of the candle-

making machinery.

A good wax for wicks is a prerequisite for efficient candle production. By selecting compo-

nents, we are able to supply paraffin waxes for wicks that are not only high melting but also 

remain upright in the molten wax pool. On the other hand, our paraffin waxes for wicks are 

also highly flexible at low temperatures and therefore outstanding for use on machines with 

high throughputs. The completed wick when coiled has a long shelf life because the wax is 

non-adhesive. Good ignition characteristics are provided as a matter of course. The great 

variety in properties of the five paraffin waxes for wicks means that we have the optimum 

product to meet all the conceivable requirements that you may demand. 

Our paraffin waxes for wicks are an essential constituent of many quality candles. Our 

products are characterized by their properties, which remain constant at all times, and have 

been used in large quantities around the world for decades.

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 6301 68 – 70 - 14 – 17 24 – 30 compliant universal

Sasolwax 6303 62 – 65 - 16 – 20 24 – 30 compliant very flexible

Sasolwax 6305 67 – 71 - 14 – 18 24 – 30 compliant

Sasolwax 8204 66 – 70 0 – 1.0 10 – 14 24 – 30 compliant hard

Sasolwax 8504 66 – 70 - 16 – 19 24 – 30 compliant flexible

Available forms of supply
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Sasolwax 6301 • • •

Sasolwax 6303 • •

Sasolwax 6305 • • •

Sasolwax 8204 • • •

Sasolwax 8504 • • •

Shipment 
options



Product information

Paraffin wax for wicks

With the high degree of purity in our fully hydrogenated paraffin waxes for wicks, we provide 

you with an important component for producing high-quality candles that burn safely and 

cleanly. We focus on good burning properties for our paraffin waxes for candles right from 

the product development stage.

Sasolwax paraffin waxes for wicks significantly exceed the requirements for microcrystalline 

waxes and blends demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier 

of the European Quality Association for candles.

Under normal conditions our paraffin waxes have an outstanding shelf life. The appearance, 

the lack of odour and of course the good burning properties as well are permanently retained. 

The advantage is that they bolster your good reputation as a manufacturer of quality candles.
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rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
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dition, the current version of our General Terms and 
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Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Overdipping wax

Overdipping waxes give the candle an attractive glossy or matt surface as well as additi-

onal mechanical stability. The candles can also be coloured by adding the appropriate 

pigments. A good overdipping wax also ensures that the candle burns without dripping.

Our KTM code (from KerzenTauchMassen = overdipping waxes) is now used as the generic 

term for these materials. Sasolwax KTM materials are a key raw material for premium candles 

and producers rely on our quality. We have the leading product know-how for constant and 

excellent product characteristics.

Our overdipping waxes provide an appealing optical appearance due to the homogeneous 

distribution of colouring pigments. The reason for this is selection of the right raw materials. 

Here the focus is on a viscosity suitable for the production of candles. The correct viscosity 

ensures that the pigment particles do not settle in the dipping bath even after lengthy pe-

riods of operation. At the same time, this is also the prerequisite for an even layer thickness 

on the entire body of the candle. Only in this way is it possible to guarantee that the colour 

of the candle always has the same shade. We are very aware of how important it is for your 

candle production to ensure a uniform quality of overdipping wax at all times. As a conse-

quence, our quality control is extremely strict so that you can still obtain the identical colour 

shade with the same formulation even after years have passed.

Sasolwax KTM adheres perfectly to the base candle. Even during fast product, you obtain surfaces 

that are bubble free and firm to the touch and are ideal for lacquering when necessary. The 

high thermal stability – even in the dipping bath – is a guarantee of good results. 

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax KTM 17 60 – 62 0 – 0.75 13 – 16 26 – 30 compliant universal

Sasolwax KTM 19 59 – 62 - 12 – 14 27 – 30 compliant high 
viscosity

Sasolwax KTM 23 61 – 63 - 12 – 16 28 – 30 compliant universal

Sasolwax KTM 24 50 – 52 - 4 – 10 10 – 30 compliant ice crystal

Sasolwax KTM 40 54 – 56 - 12 – 17 28 – 30 compliant low-melting

Available forms of supply
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Sasolwax KTM 17 • • •

Sasolwax KTM 19 • • •

Sasolwax KTM 23 • • •

Sasolwax KTM 24 • •

Sasolwax KTM 40 • • •

Shipment 
options



Product information

Overdipping wax

Candles that have been produced with our overdipping waxes produce a good wax pool rim. 

It goes without saying that Sasolwax KTM does not produce any residue when burning, so 

that the wick does not clog.

We recommend Sasolwax KTM 40 for low-melting-point fuel. Sasolwax KTM 24 is a decorative 

overdipping wax and forms attractive “ice crystals”. Simple variation of the processing condi-

tions for our overdipping waxes enables you to produce candle surfaces with both a high-

gloss and a more matt appearance.

With the high degree of purity in our fully hydrogenated overdipping waxes, we provide 

you with an important component for producing high-quality candles that burn safely and 

cleanly. We focus on good burning properties for our paraffin waxes for candles right from 

the product development stage.

Sasolwax KTM waxes are compatible with all of the conventional colours and lacquers used 

in the candle industry.

Sasolwax overdipping waxes significantly exceed the requirements for microcrystalline waxes 

and blends demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited supplier of the 

European Quality Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties as well are permanently retained. The advantage is that they bolster your good 

reputation as a manufacturer of quality candles.
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20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Paraffin wax for container filling

Container candles, both scented and unscented, represent an important trend in the 

candle market. In addition to glass, the material used as the container for this type of 

candle can of course also be ceramic or metal. We have formulated very special products 

for this particular application that comply extremely well with the requirements for 

container candles. With us you have the choice of filling your containers with transpa-

rent (paraffin-like appearance) or opaque fuel contents. We include both versions, each 

with its own specific aesthetic attractions, in our product portfolio.

For more than 15 years, Sasol Wax has been supplying special paraffin waxes for container 

filling and is a leader in know how. Take advantage of our many years of product experience 

in order to produce high quality container candles simply and reliably.

Our container paraffin waxes only contract slightly when cooling, thus producing an even and 

attractive surface while adhering better to the glass wall. With proper processing and storage, 

no air bubbles or detachment from the wall will be visible in the finished container candle.

The high fragrance absorption capacity means that no problems are encountered with sweating 

of the aromatic oil. At the same time, you achieve a high fragrance intensity with our Sasolwax 

paraffin waxes for container filling when the candle is in both the cold and warm state.

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 6213 44 – 48 - 70 – 100 5 – 30 compliant

(< 4 % 
fragrance, 
opaque, 
creamy 

appearance

Sasolwax 6214 48 – 52 - 50 – 70 5 – 30 compliant

(> 4 % 
fragrance, 
opaque, 
creamy 

appearance

Sasolwax 6220 47 – 52 - 100 – 120 20 – 30 compliant transparent

Sasolwax 6222 49 – 52 - 80 – 110 24 – 30 compliant opaque

Sasolwax 6277 46 – 50 0 – 10 90 – 120 24 – 30 compliant transparent

Available forms of supply
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Sasolwax 6213 • •

Sasolwax 6214 • •

Sasolwax 6220 • •

Sasolwax 6222 • •

Sasolwax 6277 • •

Shipment 
options



Product information

Paraffin wax for container filling

The low melting point and low viscosity of Sasolwax paraffin waxes for container filling en-

sure that the candles burn down evenly with very little residue in the containers. As a result, 

small flames are also sufficient to reliably melt even larger container diameters. 

Our paraffin waxes for container filling have no or little inherent odour and are characterized 

by their especially good storage and colour stability. For premium quality container candles 

we recommend Sasolwax 6222.

With the high degree of purity in our fully hydrogenated paraffin waxes for container filling, 

we provide you with an important component for producing high quality candles that burn 

safely and cleanly. We focus on good burning properties for our paraffin waxes for candles 

right from the product development stage.

Sasolwax paraffin waxes for container filling are compatible with all of the conventional 

colours and fragrances used in the candle industry.

Sasolwax paraffin waxes for container filling significantly exceed the requirements for pa-

raffin waxes and blends demanded by RAL-GZ 041 for candles. Sasol Wax is an accredited 

supplier of the European Quality Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties as well are permanently retained. The advantage is that they bolster your good 

reputation as a manufacturer of quality candles.
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20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com
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This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.



Product information

Additives for candles

In general, additives can be used to selectively alter the properties of candle raw mate-

rials. Depending on the application, even small quantities of additives can bring about 

the desired modifications in the raw material for candles.

For instance, additives can be used to favourably alter the crystal structure, the hardness and 

flexibility, the transparency and the fragrance retention of the basic fuel content. The internal 

structure of paraffin powder or pastilles (e. g. of importance in extrusion or pressing) is also 

positively modified.

During the moulding of candles, the addition of VaraPlus 06 leads to better removal of the 

moulded candle while the surface becomes glossier and firmer to the touch. VaraPlus 06 can 

also be easily processed, is readily soluble in wax and can be mixed in quantities of up to 2 % 

into the basic fuel content.

Sasol Wax offers many different types of microcrystalline wax. From this broad portfolio 

we have consciously selected two types that have proven particularly used as additives for 

candle production. Sasolwax 1800 and Sasolwax 3279 can be added to the fuel content in 

quantities of up to 5 %.

If the recommended upper concentration limits are adhered to, the excellent burning properties 

of your candles will be retained. As a matter of principle, we recommend that you examine 

which concentration of the additive produces the desired effect in each individual case.

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

VaraPlus 06 59 – 61 - 1 – 6 2 – 30 compliant polymer wax

Sasolwax 1800 70 – 80 0 – 2 18 – 22 26 – 30 compliant microcrystal-
line wax

Sasolwax 3279 76 – 82 0 – 2 14 – 18 18 – 30 compliant microcrystal-
line wax

Available forms of supply
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Product information

Additives for candles

Our additives for candles have a light inherent colour and are of course compliant with the 

requirements of RAL-GZ 041 (candles).

With the high degree of purity in our additives for candles, we provide you with an important 

component for producing high-quality candles that burn safely and cleanly. We focus on 

good burning properties for our paraffin waxes for candles right from the product develop-

ment stage.

Our additives for candles are compatible with all of the conventional colours and fragrances 

used in the candle industry.

Sasol Wax is an accredited supplier of the European Quality Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties as well are permanently retained. The advantage is that they bolster your good 

reputation as a manufacturer of quality candles.
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helmut.gutberlet@de.sasol.com
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This publication and the information contained 
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utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
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validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
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event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
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dition, the current version of our General Terms and 
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Product information

Ultra Low Sulphur Wax - ULSW

Our new product line of Ultra Low Sulphur Wax represents the world’s purest and 

cleanest paraffin wax for candles. The familiar requirements of RAL-GZ 041 for candle 

raw materials are now considerably surpassed. Sasol Wax is thus setting a new quality 

standard for candle production. The name Ultra Low Sulphur Wax stands for paraffin 

wax with a maximum sulphur content of 10 ppm (parts per million). Consequently, 

one kilogram of ULSW paraffin wax contains a maximum 10 mg of sulphur – a minute 

amount. Diesel fuel, for example, containing a maximum 10 ppm of sulphur is designa-

ted “sulphur-free”.

Sasolwax ULS 10 is ideally suited to the pressing and filling of high-quality tealights. The 

enhanced spraying characteristics of Sasolwax ULS 10 ensure maximum machine utilization 

during pressing. The surface of tealights poured with Sasolwax ULS 10 is smooth and opti-

cally appealing. The low oil content and penetration value guarantee mechanically stable 

tealight bodies, which can also be easily scented when required.

A low sulphur content is the key indicator for a high level of purity in the paraffin. This  

state-of-the-art quality is made possible by our modern high pressure hydrogenation plant.  

Sasolwax ULS 10 offers you the best possible colour and storage stability. The snow-white 

paraffin wax is odourless and has optimum burning properties with minimal emission values.

Sasolwax ULS 10 focuses on the quality concept: tealights offering unsurpassed energy 

content with a bright light that burns cleanly for long periods without any significant residue. 

All these properties sustainably comply with the highest possible quality requirements in the 

use of candles.

Congealing 
point (°C)

DIN ISO 2207
ASTM D 938

Oil content  
(%)

DIN ISO 2908

ASTM D 721

Needle 
penetration at 
25 °C (0.1 mm)

DIN ISO 51579

ASTM D 1321

Saybolt 
colour

DIN 51411

ASTM D 156

RAL 
Candles

Remarks

Sasolwax 
ULS 10

52 – 55 0 – 1.3 25 – 30 29 – 30 compliant

Available forms of supply
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Product information

Ultra Low Sulphur Wax - ULSW

This publication and the information contained 
within have been compiled and examined with the 
utmost care and are to be regarded as accurate as 
of the date of issue. Nevertheless, we are unable to 
provide any guarantee or assurance of its current 
validity, completeness, quality and correctness. 
This publication is for information only and gives no 
warranty of any particular properties. It is the user’s 
obligation to check the products and use them with 
the required caution and comply with all applicable 
laws and regulations. Sasol Wax shall not accept 
any responsibility or liability particularly in the 
event of our products being applied or used incor-
rectly, without the necessary precautions, contrary 
to recommendations or for purposes other than 
those intended nor shall it accept any responsibili-
ty or liability for dangers inherent in the nature of 
the material. You are recommended to contact the 
manufacturer for further information particularly if 
the product is to be used for applications other than 
those described in this product information. In ad-
dition, the current version of our General Terms and 
Conditions of Business shall apply.

January 2013

With the high degree of purity in our fully hydrogenated paraffin waxes, we provide you with 

an important component for producing high-quality candles that burn safely and cleanly. We 

focus on good burning properties for our paraffin waxes for candles right from the product 

development stage.

Our paraffin waxes are compatible with all of the conventional colours and fragrances used 

in the candle industry.

Sasol Wax is an accredited supplier of the European Quality Association for candles.

Under normal conditions our paraffin waxes and the candles produced from them have an 

outstanding shelf life. The appearance, the lack of odour and of course the good burning 

properties as well are permanently retained. The advantage is that they bolster your good 

reputation as a manufacturer of quality candles.

Sasol Wax GmbH

Business Unit Candle

Worthdamm 13-27

20457 Hamburg, Germany

Tel.: +49 40 78115-745 

helmut.gutberlet@de.sasol.com

www.sasolwax.com

Please contact us if you would like 

any advice. Our paraffin wax experts 

will be glad to help you.


